
MENU BUTTONS & LEGEND

MENU

SELECT

SAVE/
EXIT

FIRMWARE VERSION 0.1. +5

DOC REV 1.1

www.musicalmushroom.com

EXIT

#1

#2

#3

MAIN MENU OPTIONS

SAVE SETTINGS & EXIT

MENU

30 sec
menu

timeout

OR

SELECT

Listens for a valid
MIDI note or CC
message to
respond to on the
MIDI interface.

Settings are saved.
Repeat this process
to select MIDI & CC
notes independently.

If no note is 
detected after 
30 seconds,
this mode will 
timeout.

Automatically exits
the menu once
completed.

SELECT
MIDI NOTE

An automatic 
frequency sweep 
will be performed
to find the bowl’s
resonant 
frequency and
overtones, if any
are found.

Best results are
obtained with a 
high volume in a
quiet room.

ompleted,Once c
the calibration
settings will be
saved and re-used
until a new
calibration is 
performed.

Automatically exits
the menu once
completed.

BOWL 
CALIBRATION

SELECT LED
ANIMATION

(LEDs always OFF)
OFF

ON
(LEDs always ON)

HEARTBEAT

(LEDs pulsate)

(LEDs flame flicker)
FLICKER

*Only available
if the bowl has 
this overtone

SELECT BOWL 
RESONANT 

FREQUENCY

xxx.x HERTZ
(1st overtone)*

xxx.x HERTZ
(3rd overtone)*

xxx.x HERTZ
(fundamental)

xxx.x HERTZ
(2nd overtone)*

SELECT SELECT SELECT SELECT

30 sec
timeout

30 sec
timeout

MENU MENU MENU MENU

Places the unit in 
WiFi pairing mode
to connect to a 
remote wireless
controller.

Blinks LED’s white
during the process
and automatically
exits after 30 secs
or immediately,
if the SAVE/EXIT
button is pressed.

WIFI
SETUP

SELECT

MENU

Reads the unit 
information, 
including the
currently selected
resonant frequency
or overtone, the
root note, 
the chakra, the 
chakra color, the
LED color, the LED
animation, the MIDI
and CC notes, the
serial number and
firmware version
number.

Automatically exits 
the menu once 
completed.

UNIT
INFO

SELECT

MENU

MENU

SELECT 
LED COLOR

ROTATING
COLOR

CUSTOM
COLOR #13

CUSTOM
COLOR #1

ASSIGNED
NOTE COLOR
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